
Kameyo Systems Pvt. Ltd.

Technical Specifications:

1 Force Range :

2 Display : Analogue
3 Hydraulic Ram Speed :

4 Hydraulic Pump Capacity :

5 Hydraulic Pressure :

6 Safe Operating Pressure :

7 Power Requirement :

8 Motor :

9 Hydraulic Oil : Grade 68 or Equivalent

Design Features:

1 Highly user friendly, Joystick controlled.
2 Analogue display of pressure
3 Swing-Out Cross-Head enabling fast change of die-sets and quick operation.
4 Easy and fast loading and un-loading of samples.
5 Provision to load dies for all types of pelleting is provided
6 Compression, ejection and relief is controlled by joystick only.
7 Safety interlock and automatic pump shut-off safety valve is provided for safe operation.
8 Floor mounting with solid and heavy base. No need of foundation.

415 V, AC, 50 Hz, 3-Phase, 3HP, 1440 rpm (Crompton / Siemens)

* Due to continual improverments the actual machine may differ from the one shown above.

With Swing-Out Cross-Head Design

Hydraulic Pelleting Press 40 Tons, Semi-Automatic
Model: PPS-1040

5 Tons to 40 Tons (Motorised with Joystick)

3.2 mm / Sec (During Forward / Compression Stroke)
5.5 mm / Sec (During Return Stroke)

4LPM @ 250 Bar

250 Bar Max. (Designed Capacity)

200 Bar (Analogue display of set load and actual load)

415V, 4 Pole, 16 A MCB (3-Phase + Neutral with Earthing)
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