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Argon Gas Purifier

Technical Specifications

Note: Supplied equipment may vary from the image(s) shown here.

The Kameyo make Argon Gas Purifier is standalone unit for the purification of Argon or any other other Rare Gases: 
Like Helium, Neon, Xenon and Crypton. It offers a compact system for delivery of purified gas directly to the point of 
use.

Principle of Operation:

It removes Oxygen and moisture from the inert Gas by passing it through the heated chamber containing Magnesium 
Metal Chips which is maintained at 430 Degree Celsius, the Gas is than passed through a Drying Chamber 
containing Molecular Sieves, for complete removal of moisture from the Gas.

Application:

Rare gases are commonly used to create an inert chemical environment for applications where prohibition of the 
formation of undesirable molecular species (eg. Oxides, Carbides etc.) in critical applications such as Arc/Spark 
Optical Emission Spectroscopy for Metal Analysis.

These  inert gasses are very often stored in compressed or liquified form in metal containers which are subject to 
contamination. Gas will then be dispensed through regulator which is also subjected to contamination over time. This 
can greatly affect the validity of  test results especially where identification of trace elements is required in rigorous 
applications. Installing Majesty / Kameyo make Argon Gas Purifier in-line between gas supply and instrument offers 
the reassurance of reducing total contamination levels to 1 vpm or less.

In this model the heating chamber has been separated from the main body to maximize heat dissipation and the 
span of reactive Getter tube has been extended to enhance the exposure of the Gas with process of purification.

Offering long term optimum performance and 
reliability

:Fail Safe Design1

Automatic Thermocouple temperature control 
system.

:Temperature 
Control System

2

Band Heater facility incorporated, allowing in-setu
regeneration of the molecular sieve drier tube.

:Heater4

No high cost thermal fuse, simplifying operation 
and reducing long term operation cost.

:Long Term 
Operation

5

Mg filled Stainless steel getter tube.:Getter Tube6

Argon Gas Purifier; Model: AGP-1025 (KAMEYO Make):Equipment1

i) Mg filled tube:Purification system 
comprising of

2

ii) Molecular sieves tube

i) Automatic thermocouple temperature control system with a safety interlock.:Equiped with3

ii) Band Heater facility incorporated

iii) Cu tubing (upto 3 mtr.) and brass fittings are included.

220 Volt; 1KW
:Power Required 

(to be provided by user)
4

Powder Coated, Complete in all respect.:Finish5

Salient Features
Model: AGP-1025


