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Vibratory Cup Mill / Grinding Mill

Technical Specifications

Note: Actual equipment may vary from the image(s) shown here.

Vibratory Cup Mill
The equipment comes with Imported Pneumatic Ballow for Clamping, which automates clamping of 
bowl set with a push button.

:Equipment1

For grinding geological materials like Rocks, Minerals, Stream Sediments, Clinker and Raw mix, 
Tablets & Bulk Powder (Pharma), Iron Ore, Iron Oxide, Ferrite, Brittle Metal Alloys, Boron Carbide, 
Ferro Alloys, Graphite, Coal, Coke etc.

:Purpose2

The vibratory cup mill loaded with a Bowl, a ring and hammer. Grinding is effected by heavy impact 
and friction. Sample is kept in the annular space between the bowl, the ring and the hammer after 
covering the top of the bowl. It is clamped with Pneumatic Balloon System on a vibratory platform, 
which imparts kinetic energy to the ring and the hammer.

:Working Principle3

Fine to 8 mm:Feed size 4

Up to 300 mesh, depending upon the time and physical properties of the sample:Output size5

Few seconds to 30 Minutes depending upon the physical properties of sample. Our’s is a unique 
design for effectively fast grinding. Low carbon Ferro alloys may take considerable time to obtain 
desired fineness.

:Grinding / Cycle Time6

Digital display, To set time
Time Range: 0-256 minutes.

:Display7

a) Door closing sensor is provided.
b) Over Load Relay (OLR) for motor safety is provided.

:Safety Features8

Provided:Safety Interlock9

1.5 kw, 2 HP, 415 V, 3 Phase Induction motor with 1440 RPM – standard make. (3 Phase with neutral 
+ earthing) 

:Motor Power10

3 Phase Neutral + Earthing through 10 amps 4 Pole MCB.:Power Requirement
(to be provided by end  user)

11

Frequent On/Off or continuously for one hour. :Operation12

Floor mounting, No foundation required.:Mounting13

Compressed air line with 6 bar Pneumatic pressure or one air compressor set will have to be 
arranged by user.

:Additional Requirement14

Kameyo Make Bowl SetDesign Features
100% Safe, Imported Balloon and Pneumatic Controls.1

Fast loading and unloading of bowl set2

Safety interlocking against clamping pressure, bowl set proximity, door 
closing etc,

3

Maintenance free innovative design4

Grinding Bowl sets in Hardened Steel, Up to 400 ML are available.5

Tungsten carbide lined bowls in capacities up to 200 ml are also available.6

Note: Model VCM-2068 has additional feature of variable speed (600-1440 
RPM, Step less).

Model: VCM-2066/2068

(Automatic Clamping)


